
4

ADAPTIVE MOTION TRAINERS®

AMT® 800 OPEN STRIDE™

Console Options P82, P62 or P31

FEATURES
Frame Colors Black Pearl or Storm Grey
Adaptive Stride Length 0 to 36 in  / 0 to 91 cm
Open Stride™ •
Stride Height Adjustable - 5 Levels

6.8 to 10 in / 17 to 25cm
Resistance Levels 20
Step-up Height 6.5 in / 16.5 cm
Max. Number of Workouts** 12
Entertainment Options Refer to Console Overview
Heart Rate Monitoring* Touch Heart Rate

Telemetry Heart Rate
Max. Workout Time** 120 minutes
Max. Pause Time** 300 seconds
Dimensions 
(LxWxH)

80 x 35 x 73 in 
203 x 89 x 186 cm     

Product Height with PVS 83 in / 211 cm
Product Weight 422 lb / 191 kg

Power Requirement P82 & P62 - Powered 
P31 - Self-Powered

Cable Management Optional

•  Standard    -  Not offered

*  The heart rate features are intended for reference only. They may not be accurate for every user or at every speed and are not intended for use as a medical device. 
Holding the heart rate handle touch sensor while exercising at higher intensity may also decrease accuracy of the heart rate reading and is not recommended. 

** Actual number of workouts, workout time and pause time vary by console type.
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CONSOLE OVERVIEW

P82 CONSOLE P62 CONSOLE P31 CONSOLE

Applicable Cardio Lines 880, 780, and 680 860, 760, and 660 830, 730, and 630
Display Type 15‘‘ LCD Capacitive Touchscreen 10‘‘ LCD Capacitive Touchscreen Advanced LED Display
Preva® Operating System • • Optional
Machine Controls • • •
Numeric Keypad Touchscreen Touchscreen •
Unit Selection Metric or U.S. Standard Metric or U.S. Standard Metric or U.S. Standard
Mobile Device Charger • • •
Languages English, Danish, Dutch, French, Finnish, 

German,  Italian, Japanese, Korean, 
Norwegian, Polish, Portuguese, Russian,  

Simplified Chinese, Spanish, Swedish, 
Traditional Chinese, Turkish

English, Danish, Dutch, French, Finnish, 
German,  Italian, Japanese, Korean, 

Norwegian, Polish, Portuguese, Russian,  
Simplified Chinese, Spanish, Swedish, 

Traditional Chinese, Turkish

English, French, German, Japanese, Spanish

NETWORK CAPABILITIES

WiFi 802.11 a/b/g/n, 2.4 GHz MIMO and 5 GHz
multiple antenna operation

802.11 a/b/g/n, 2.4 GHz MIMO and 5 GHz
multiple antenna operation -

Ethernet 10/100/1000 Base-T 10/100/1000 Base-T -
RFID / NFC ISO/ISEC 14443A MIFARE, NFC P2P 

and R/W modes
ISO/ISEC 14443A MIFARE, NFC P2P 

and R/W modes -

C-Safe Enabled - - •

OPTIONS

Smart Watch Connector for 
Apple Watch® Optional - -

Reading Rack • • •
Personal Viewing System Embedded Embedded Optional
Entertainment Cap - - Optional

•  Standard    -  Not offered

Apple Watch is a trademark of Apple Inc., registered in the U.S. and other countries and regions.


